A problem has been detected in your pedalchain. Please unplug your pedalboard and try again.
An error has been detected in your pedal chain! The Bluescreen Micro-Looper Pedal with Randomizer is your key to glitchy stutters and textures that your local Radiohead cover band wishes it had.

This pedal should not be confused with a traditional looper device. It can be used to create momentary loops of a fraction of a whole note when the footswitch is held down.

- The "Length" dial determines the length of the loop based on the fraction of a whole note selected.

- You can alternatively flip the middle switch from "Function" to "Random" in order to disregard the position of the "Length" dial and the pedal will select a random setting for the "Length" function every time the footswitch is engaged.

- You can set the tempo with either the "Time" dial or with any device with an internal clock via the "Tap In" input jack.
A problem has been detected in your pedalchain. Please unplug your pedalboard and try again.

PEDAL LAYOUT

A. “Length” dial - determines the length of the loop based on the fraction of a whole note selected.

B. “Time” dial - used to set the pedal’s internal clock.

C. Function Switch - switches between the value set by the “Length” dial (function) and the pedal’s randomizer function.

D. Footswitch - activates the pedal.

E. Input/Output 1/4” jacks

F. Tap In - allows for a synthesizer, drum machine, computer, or any device with an internal clock to control the device’s internal clock.